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Filter
Superior strength and dependability

Designed to cope with the cyclic pressures 

of the modern day swimming pool, Exotuf 

filter vessels are precision injection moulded 

for superior strength and dependability. 

Exotuf filters are ideal for pools equipped 

with in floor cleaning systems and high 

powered pumps.

•	 Granular	media	filtration

•	 Multiport	valve	for	ease	of	use

•	 Pressure	rated	at	350	kPa

•	 Corrosion	and	UV	resistant

xotuf

www.poolspamartindonesia.com

www.watercocentral.com
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In the interest of providing better quality and value we are constantly improving and updating our products. Consequently, pictures and information on our brochures may sometimes vary slightly from models available.
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OFFICES - AUSTRALIA
NSW - Sydney (Head Office)
Tel: +61 2 9898 8600

QLD - Brisbane
Tel: +61 7 3299 9900

VIC/TAS - Melbourne
Tel: +61 3 9764 1211

WA - Perth
Tel: +61 8 9273 1900

SA/NT - Adelaide
Tel: +61 8 8244 6000

ACT Distribution
Tel: +61 2 6280 6476  

OFFICES - OVERSEAS
Waterco (Europe) Limited
Sittingbourne, Kent. UK
Tel: +44 (0) 1795 521 733

Waterco (USA) Inc  
Augusta, Georgia, USA
Tel: +1 706 793 7291

Waterco Canada
Longueuil, Quebec, Canada
Tel: +1 450 748 1421

Waterco (NZ) Limited
Auckland, New Zealand
Tel: +64 9 525 7570  

Waterco (C) Limited
Guangzhou, China
Tel: +86 20 3222 2180  

Waterco (Far East) Sdn Bhd
Selangor, Malaysia
Tel: +60 3 6145 6000  

PT Waterco Indonesia
Jakarta, Indonesia
Tel: +62 21 4585 1481

Waterco Singapore Intl Pte Ltd
Nehsons Building, Singapore
Tel: +65 6344 2378

Waterco France
SAINT PRIEST, France.
Tel: +33 4 72 79 33 30

Rugged Construction
Constructed from high impact polypropylene and 
designed for easy maintenance, Trimline cartridge �lters 
will give years of trouble free service.

Trimline Pleated Filter Cartridge
The Trimline pleated �lter cartridges are fabricated from 
pleated reusable polyester fabric. The media has been 
pleated to provide 4.6 to 9.3 square metres of surface 
area in order to maximise the cartridge dirt holding 
capacity and extend the time between cleaning.

Warranty
Waterco is proud to show its absolute con�dence in its range of 
Trimline cartridge �lters by o�ering a 10 (5+5) tank warranty and 1 
year warranty on all other components.
Commercial applications attract a 1 year tank warranty.

Material:  Polyester Fabric 
material, Vinyl Plastisol end 
caps and a Polypropylene core

Operating Temperature:  
4oC to 50 oC
Maximum Pressure Drop: 
20 kPa

Simple Maintenance
The �lter cartridge is easily cleaned 
by hosing the pleats with a standard 
garden hose.

Hand operated lid lock 
ring, allowing simple 
cartridge removal and 
replacement

Air relief valve

Inbuilt airbleed -
eliminates air build up 
in tank

High impact 
polypropolene body

40mm half unions

Product 
Description

   Filter 
Area

Max. Flow 
Rate

Working
 Pressure

Pool 
Size

Overall 
Weight

(m²) (ft²) lpm m³/hr kPa psi litres m³  (kg)

Trimline CC50 4.6 50 190 11.4 350 50 68,400 68.4 8.6

Trimline CC75 6.9 75 280 16.8 350 50 100,800 100.8 10.5

Trimline CC100 9.3 100 380 22.8 350 50 136,800 136.8 14.0 Model
CC50 605mm 
CC75 720mm
CC100 970mm

Easy to read 
pressure gauge

Technical Speci�cations

Dimension

SHOW ROOM & MARKETING

POOLSPA MART INDONESIA
Jl.Bulevar Selatan, Bekasi Utara, Summarecon
Mobile   : 0818-919-597
website : poolspamartindonesia.com

HEAD OFFICE & SERVICE CENTRE

PT. PERSADA CAHAYA MULIA INDONESIA 
website : www.watercocentral.com
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